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Abstract. In ultrafast optical imaging, it is critical to obtain the spatial structure, temporal evolution, and spectral
composition of the object with snapshots in order to better observe and understand unrepeatable or irreversible
dynamic scenes. However, so far, there are no ultrafast optical imaging techniques that can simultaneously
capture the spatial–temporal–spectral five-dimensional (5D) information of dynamic scenes. To break the
limitation of the existing techniques in imaging dimensions, we develop a spectral-volumetric compressed
ultrafast photography (SV-CUP) technique. In our SV-CUP, the spatial resolutions in the x , y and z
directions are, respectively, 0.39, 0.35, and 3 mm with an 8.8 mm × 6.3 mm field of view, the temporal
frame interval is 2 ps, and the spectral frame interval is 1.72 nm. To demonstrate the excellent performance
of our SV-CUP in spatial–temporal–spectral 5D imaging, we successfully measure the spectrally resolved
photoluminescent dynamics of a 3D mannequin coated with CdSe quantum dots. Our SV-CUP brings
unprecedented detection capabilities to dynamic scenes, which has important application prospects in
fundamental research and applied science.
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1 Introduction
Acquiring the spatial ðx; y; zÞ, temporal (t), and spectral (λ) in-
formation of an object is very important in natural science ex-
ploration. Multi-dimensional optical imaging, as a visualization
method, can provide information covering the space, time, and
spectrum.1 So far, multi-dimensional optical imaging has played
an irreplaceable role in exploring the unknown world and de-
crypting natural mysteries such as light–matter interactions,2

light scattering in tissues,3 and physical or biochemical
reactions.4–6 Scanning multi-dimensional optical imaging had
to be sequentially operated, and thus its imaging speed was

restricted to hundreds of frames per second (fps) due to the
limited data readout speed and on-chip storage of charge-
coupled devices or complementary metal-oxide semiconductors
(CMOSs).7 Therefore, snapshot multi-dimensional optical imag-
ing has aroused great interest among researchers because of its
ability to capture dynamic scenes with imaging speeds of up to
a billion or a trillion fps, corresponding to the temporal frame
intervals at the picosecond or femtosecond scales. To capture
as much spatial–temporal–spectral ðx; y; z; t; λÞ information as
possible, various multi-dimensional optical imaging techniques
have been developed. For example, the spectral imaging tech-
niques, including coded aperture snapshot spectral imaging,8

adaptive optics spectral-domain optical coherence tomography,9

volume holographic spatial–spectral imaging,10 and compressive
spectral time-of-flight (ToF) imaging,11 could capture the
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spatial–spectral four-dimensional (4D) ðx; y; z; λÞ information,
but there was no temporal information. However, the ultrafast
imaging techniques, such as compressed ultrafast photography
(CUP),12–15 sequentially timed all-optical mapping photography,16

and single-shot femtosecond time-resolved optical polarimetry,17

could record the spatial–temporal three-dimensional (3D)
ðx; y; tÞ information, while both the depth (i.e., z) and spectral
information were missing. Some improved techniques have
been developed to further extend the imaging dimensions of
CUP, such as hyperspectrally compressed ultrafast photography
(HCUP)18 and compressed ultrafast spectral photography,19

which could capture the spatial–temporal–spectral (4D) ðx; y; t; λÞ
information, but they still lacked the depth information. Recently,
a stereo-polarimetric compressed ultrafast photography method
was able to detect spatial–temporal-polarization five-dimensional
(5D) ðx; y; z; t;ψÞ information.20 Unfortunately, the spectral infor-
mation could not be detected. Consequently, there are no imaging
optical techniques that can capture the whole spatial–temporal–
spectral 5D ðx; y; z; t; λÞ information in a single exposure,
until now.

To break the detection limitation of the existing snapshot
multi-dimensional optical imaging in the whole spatial, temporal,
and spectral dimensions, we develop a spectral-volumetric com-
pressed ultrafast photography (SV-CUP) technique to realize
the spatial–temporal–spectral 5D ðx; y; z; t; λÞ imaging of the
dynamic scenes. Here SV-CUP combines our previous HCUP
and ToF-CUP.21 HCUP captures the spatial–temporal–spectral
4D ðx; y; t; λÞ information of the dynamic scenes, and ToF-CUP
extracts the spatial 3D ðx; y; zÞ information of the dynamic
scenes. The 3D ðx; y; zÞ information in ToF-CUP is coupled
to the 4D ðx; y; t; λÞ information in HCUP and forms 5D
ðx; y; z; t; λÞ information by image processing. Using SV-CUP,
we experimentally demonstrate the spectrally resolved photo-
luminescent dynamics of a 3D mannequin coated with CdSe
quantum dots, which confirms the reliability of SV-CUP.

2 SV-CUP’s Configuration and Principle
A schematic diagram of SV-CUP is shown in Fig. 1(a). A laser
pulse (400-nm central wavelength, 50-fs pulse duration)

transmits through an engineered diffuser (Thorlabs, ED1-
S20-MD) and then irradiates on a 3D object. The laser pulse
excites the matter on the surface of the 3D object, and the
laser-induced optical signal (such as fluorescence) is collected
by a camera lens (Nikon, AF Nikkor 35 mm), together with the
backscattered optical signal of the laser pulse from the surface of
the 3D object. Here the laser-induced optical signal is used to
study the dynamic behavior of the laser–matter interaction, and
the backscattered optical signal is used to obtain the spatial
structure of the 3D object. Both optical signals are divided into
two components by a beam splitter (BS1). One is reflected to
an external CMOS camera (Andor, ZYLA 4.2), and the other
is imaged onto a digital micromirror device (DMD, Texas
Instruments, DLP Light Crafter 3000) through a 4f imaging
system. The two optical signals are encoded with a static pseu-
dorandom binary pattern on the DMD and then retroreflected
through the same 4f imaging system. The two encoded optical
signals are divided into two components by another beam
splitter (BS2) again, one goes into an HCUP subsystem,18 and
the other enters a ToF-CUP subsystem.21 In ToF-CUP, the laser-
induced optical signal is filtered by a bandpass filter, and only
the backscattered optical signal is sent into a streak camera SC1
(XIOPM, 5200). In HCUP, the backscattered optical signal is
filtered, and the laser-induced optical signal is sent to a grating
(Thorlabs, GT25-03) for horizontal deflection and then to
another streak camera SC2 (Hamamatsu, C7700) for vertical de-
flection and integral imaging. The external CMOS camera and
the two streak cameras are precisely synchronized by a digital
delay generator (Stanford Research Systems, DG645). In this
experiment, the unencoded and undeflected image measured
by the external CMOS camera is used to provide the spatial
and intensity threshold constraint in the subsequent image
reconstruction.22

Mathematically, the SV-CUP system contains two imaging
subsystems, i.e., HCUP and ToF-CUP. As can be seen in
Fig. 1(b), the original 5D dynamic scene Iðx; y; z; t; λÞ, involv-
ing spatial 3D, temporal 1D, and spectral 1D information,
is first encoded and then divided into two components for
imaging: ToF-CUP is used to capture the spatial 3D ðx; y; zÞ

Fig. 1 SV-CUP’s configuration and principle. (a) System configuration of SV-CUP: M1 and M2,
mirrors; ED, engineered diffuser; DS, dynamic scene; CL, camera lens; BS1 and BS2, beam split-
ters (reflection/transmission: 50/50); F1 and F2, filters; G, diffraction grating; L1 and L2, lenses;
DMD, digital micromirror device; CMOS, complementary metal-oxide semiconductor camera; and
SC1 and SC2, streak cameras. (b) Working principle of SV-CUP: C, spatial encoding operator;
T, temporal shearing operator; K, spatial-temporal integration operator; S, spectral shearing
operator; and M, spatial–temporal–spectral integration operator.
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information21 and HCUP is used to record the spatial–temporal–
spectral 4D ðx; y; t; λÞ information.18

In ToF-CUP, the backscattered optical signal is sheared in the
temporal domain. According to the time of received photons
tToF and the intensity reflectivity αðx; y; zÞ of the 3D object,
the backscattered optical signal I1ðx; y; zÞ can be described as

I1ðx; y; zÞ ¼ Isαðx; y; zÞ; (1)

where Is is the intensity of the illuminated optical signal, z is the
depth with z ¼ ctToF∕2; here c is the speed of light. Thus the
compressed image measured by ToF-CUP can be formulated as

E1ðm; nÞ ¼ KTCIsαðx; y; zÞ; (2)

where C, T, and K represent, respectively, the spatial encoding
operator, temporal shearing operator, and spatial–temporal inte-
gration operator, and E1ðm; nÞ denotes the measured intensity
on a two-dimensional (2D) array sensor.

To recover the spatial 3D information, i.e., Î1ðx; y; zÞ, an aug-
mented Lagrangian (AL) algorithm based on compressed sens-
ing is employed to solve the minimization problem,18 and it is
given by

Î1ðx; y; zÞ ¼ arg min

�
ΦTV½Isαðx; y; zÞ�

− γ½E1ðm; nÞ −KTCIsαðx; y; zÞ�

þ ξ

2
kE1ðm; nÞ −KTCIsαðx; y; zÞk22

�
; (3)

where ΦTVð·Þ is the total-variation regularizer, γ is the Lagrange
multiplier vector, ξ is the penalty parameter, and k · k2 denotes
the l2 norm. Note that all the operators in Eq. (3) are linear and
derivational.

In HCUP, the laser-induced optical signal (such as fluores-
cence) is sheared in both the temporal and spectral domains.
Similarly, the compressed image recorded by HCUP can be
written as

E2ðm; nÞ ¼ MTSCI2ðx; y; t; λÞ; (4)

where S is the spectral shearing operator and M is the spatial–
temporal–spectral integration operator.

To retrieve the spatial–temporal–spectral 4D information,
i.e., Î2ðx; y; t; λÞ, the AL algorithm is also used to solve the
inverse problem of Eq. (4) and it is given by

Î2ðx; y; t; λÞ ¼ arg min

�
ΦTV½I2ðx; y; t; λÞ�

− γ½E2ðm; nÞ −MTSCI2ðx; y; t; λÞ�

þ ξ

2
kE2ðm; nÞ −MTSCI2ðx; y; t; λÞk22

�
: (5)

Based on Eqs. (3) and (5), Îðx; y; zÞ in ToF-CUP and
Î2ðx; y; t; λÞ in HCUP can be individually reconstructed; here
the penalty parameters ξ are 0.25 and 0.001 in Eqs. (3) and
(5), respectively. By coupling Î1ðx; y; zÞ to Î2ðx; y; t; λÞ, the spa-
tial–temporal–spectral 5D information, i.e., Îðx; y; z; t; λÞ, can
be extracted by image processing. According to the time relation

between ToF-CUP and HCUP, the coupling operation can be
expressed as

Îðx; y; z; t; λÞ ¼ H½Î1ðx; y; zÞ�⊙Î2ðx; y; t; λÞ; s:t: z ¼ ct∕2;
(6)

where HðxÞ is a threshold filter with HðxÞ ¼ 0 for x < xs and
HðxÞ ¼ 1 for x ≥ xs, xs denotes the intensity threshold that
ensures the noises being eliminated, and ⊙ represents the
Hadamard product of 2D (i.e., x, y) matrices. In the coupling
process, Î1ðx; y; zÞ is filtered by a threshold filter, and it contains
the spatial slices in the depth z, which only offers the spatial
outline of the 3D object. Based on Eq. (6), the sequential depth
information of Î2ðx; y; t; λÞ in HCUP can be obtained by the
Hadamard product of Î2ðx; y; t; λÞ and limited Î1ðx; y; zÞ. Thus
the total spatial–temporal–spectral Îðx; y; z; t; λÞ information is
fully retrieved.

3 SV-CUP’s Depth Resolution
Characterization

SV-CUP is composed of ToF-CUP and HCUP, thus the techni-
cal index of SV-CUP is determined by ToF-CUP and HCUP.
Only HCUP provides the temporal and spectral information,
and therefore determines the temporal and spectral frame inter-
vals of SV-CUP. The spatial resolutions in the x and y directions
are related to both ToF-CUP and HCUP, but HCUP has the
lower spatial resolutions due to a higher data compressed ratio
compared to ToF-CUP, thus the spatial resolutions in the x and y
directions of SV-CUP are also decided by HCUP. However, the
spatial resolution in the z direction is only related to ToF-CUP,
and thus ToF-CUP determines the spatial resolution in the z di-
rection of SV-CUP. In our previous work, the related technical
parameters of HCUP have been characterized.18 The spatial
resolutions in the x and y directions are, respectively, 0.39 and
0.35 mm with an 8.8 mm × 6.3 mm field of view (FOV), cor-
responding to 1.26 and 1.41 line pairs per millimeter (lp/mm) in
our previous report. The temporal frame interval is 2 ps, and the
spectral frame interval is 1.72 nm. However, the spatial resolu-
tion in the z direction (i.e., depth resolution) of ToF-CUP needs
to be characterized here.

The experimental arrangement for characterizing the depth
resolution of SV-CUP is shown in Fig. 2(a). A ladder-structured
model is used as the measured object, and an ultrashort laser
pulse irradiates this ladder-structured model. The backscattered
optical signal from these ladders at different heights is collected
by SV-CUP. The size of the ladder-structured model is shown in
Fig. 2(b). Based on these sizes, the temporal intervals on these
ladders can be calculated as, respectively, 10, 20, 30, and 40 ps,
and the total time window is 100 ps. Three representative recon-
structed images are shown in Fig. 2(c). As can be seen, the first
two ladders are simultaneously observed at the time of 8 ps,
which are indistinguishable. However, at the time of 32 ps,
the first two ladders completely disappear, and only the third
ladder is observed. Similarly, only the fifth ladder appears at
the time of 104 ps. By these experimental observations, the
height difference of 3 mm between the second and third ladders
can be determined as the depth resolution of SV-CUP. The re-
constructed 3D ladder-structured model is given in Fig. 2(d),
which is consistent with the actual object in the size. Here
the zero position in the z direction refers to the green dashed
line in Fig. 2(b), and the height difference of the first two ladders
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cannot be perfectly retrieved, which is due to the limitation of
depth resolution.

4 SV-CUP’s 5D Imaging
To demonstrate the excellent performance of SV-CUP in
spatial–temporal–spectral 5D imaging, we used SV-CUP to
measure the photoluminescent dynamics of a 3D mannequin
coated with CdSe quantum dots, and the experimental arrange-
ment is shown in Fig. 3(a). A strong optical absorbance of CdSe
is at the wavelength of 400 nm,23,24 which corresponds to the
laser central wavelength. The reconstructed data cube of the
3D mannequin is shown in Fig. 3(b). One can see that the re-
constructed mannequin is the same as the real mannequin in the
spatial distribution. Figure 3(c) shows the reconstructed images
of the 3D mannequin at some representative times and wave-
lengths. Obviously, the fluorescence intensity evolutions in both
the temporal and spectral dimensions can be clearly observed.
In the spectral dimension, the central wavelength of the fluores-
cence spectrum is 532 nm, and the whole spectral range is about
64 nm. In the temporal dimension, the right hand, body, and left
hand of the 3D mannequin appear in turn due to the difference in
the spatial depth, and the whole mannequin is observed at the
time of 480 ps. All the fluorescence intensities at these different
wavelengths almost reach the maximal values after excitation
for about 8 ns, and the duration of the whole photoluminescent
process is about 50 ns. To verify the reconstruction accuracy in
the temporal and spectral dimensions, we calculate the fluores-
cence intensities in the temporal and spectral domains from
Fig. 3(c) and compare them with the experimental results by
other measurement methods. Here the fluorescence intensity
in the temporal domain (i.e., photoluminescent dynamics) is
measured by a streak camera, and the fluorescence intensity

in the spectral domain (i.e., fluorescence spectrum) is measured
by a spectrometer. Both the calculated and experimental results
are shown in Figs. 3(d) and 3(e) for comparison. Obviously,
the reconstruction results are in good agreement with the exper-
imental measurements. Additionally, we also extract the time-
resolved fluorescence spectroscopy from Fig. 3(c), and the
calculated result is shown in Fig. 3(f). All the fluorescence spec-
tral components have the same temporal evolution behavior,
which shows a fast increase and then a slow decrease in inten-
sity. For intuitive observation, we calculate the fluorescence
lifetimes at some selected spectral components from Fig. 3(f),
as shown in Fig. 3(g). It can be seen that these fluorescence
spectral components have similar lifetimes, which well illus-
trates that all the fluorescence spectral components come from
the relaxation of the same excited states in CdSe quantum dots.

As shown in Fig. 3, SV-CUP demonstrates a powerful
capability in detecting the fluorescence lifetime. Therefore,
an important application for SV-CUP is fluorescence lifetime
imaging (FLI).25,26 Different from traditional FLI that can only
display the spatial plane 2D ðx; yÞ information, SV-CUP can fur-
ther provide the depth (i.e., z) information,27 which may contrib-
ute to the higher discrimination for the different materials on the
3D object. Similarly, considering the 5D imaging capability, SV-
CUP is very suitable for biomedical imaging.28–30 It will provide
more information about the chemical composition and function
evolution of biological tissues. Moreover, SV-CUP employs the
computational imaging method (i.e., AL algorithm) to recover
the original information. In this way, the image encoding and
decoding in SV-CUP can provide computational security in the
transmission process of image information. Therefore, SV-CUP
shows an important application prospect in information and
communication security.31

Fig. 2 SV-CUP’s depth resolution characterization: (a) schematic diagram of the experimental
setup; (b) the actual size of the ladder-structured model along the x and z axes, 25 mm along
the y axis; (c) the selected reconstructed images at the times of 8, 32, and 104 ps; and
(d) the retrieved 3D ðx ; y ; zÞ data cube from Fig. 2(c).
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5 Discussion and Conclusions
In SV-CUP, the spatial resolutions in the x and y directions de-
pend on the camera lens in the imaging system. Once the high
numerical aperture (NA) objective lens is used, both the horizon-
tal spatial resolutions can be further improved, but they cannot
break through the optical diffraction limit. The spatial resolution
in the z direction is limited by the temporal resolution of the
streak camera. If the cutting-edge femtosecond streak camera
(Hamamatsu, C6138) is employed, the vertical spatial resolution
can reach the submillimeter scale. The temporal frame interval is
also limited by the temporal resolution of the streak camera.
Similarly, the femtosecond streak camera is utilized, and the
temporal frame interval with a few hundred femtoseconds
can be experimentally achieved. The spectral frame interval is
determined by the grating groove. The more grating grooves
there are, the smaller the spectral frame interval is. Usually,
the spectral frame interval with several hundred wavenumbers
is available according to our experimental experience. In future
studies, SV-CUP’s system parameters in the spatial, temporal,

and spectral dimensions can be greatly improved by optimizing
the streak camera, grating, and camera lens.

As shown above, SV-CUP provides a well-established tool to
capture the spatial–temporal–spectral 5D ðx; y; z; t; λÞ informa-
tion of the dynamic scenes. However, SV-CUP has a technical
limitation in practical applications that cannot measure the rapid
change of the 3D spatial structure of the dynamic scenes be-
cause the 3D spatial information of the object is obtained by
coupling ToF-CUP and HCUP, and ToF-CUP can only give
the fixed spatial structure of the 3D object. One solution is to
employ the multiple exposure strategy, but the temporal resolu-
tion is limited by the refresh rate of the streak camera, which is
usually on the order of a submillisecond. The other solution is
to integrate a standard stereoscope20,32 into HCUP; this configu-
ration only needs one set of HCUP system and one streak
camera, but there is lower spatial resolution in the depth direc-
tion, because HCUP has a higher data compression ratio than
CUP, and the streak camera needs to be divided into two imag-
ing regions to detect.

Fig. 3 SV-CUP’s 5D imaging: (a) experimental arrangement for imaging the photoluminescent
dynamics of a 3D mannequin coated with CdSe quantum dots; (b) reconstructed data cube of
the 3D mannequin; (c) selected reconstructed images of the 3D mannequin at some represen-
tative times and wavelengths; (d) photoluminescent dynamics calculated from (c) (blue line) and
measured by a streak camera (red line); (e) fluorescence spectrum calculated from (c) (blue line)
and measured by a spectrometer (red line); (f) time-resolved spectroscopy extracted from (c); and
(g) calculated fluorescence lifetimes at some selected spectral components (Video 1, MP4, 1.3 MB
[URL: https://doi.org/10.1117/1.AP.3.4.045001.1).
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To summarize, we have developed an SV-CUP technique that
can simultaneously capture the spatial–temporal–spatial 5D in-
formation of the dynamic scenes in a single exposure. This tech-
nique empowers the snapshot optical imaging from four to five
dimensions. In our SV-CUP, the spatial resolution is 0.39 mm in
the x direction, 0.35 mm in the y direction, and 3 mm in the
z direction with an 8.8 mm × 6.3 mm FOV. The spectral frame
interval is 1.72 nm. The temporal interval frame is 2 ps. Using
our SV-CUP, we have successfully captured the spectrally re-
solved photoluminescent dynamics of a 3D mannequin coated
with CdSe quantum dots. Given the 5D imaging capability of
SV-CUP, it will exert a significant impact in many related ap-
plications.
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